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THE DUVAL EYE SYSTEM 

RAPID DEPLOYMENT REMOTE WIRELESS FREE CAMERA 

REMOTE MONITORING AND ALARM RESPONSE FACILITY 
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The RD3 GSM-Remote camera is a GMS/GPRS colour camera 

that can be located anywhere in the World with GSM coverage 

to deliver full colour VGA JPEG images on request or on 

activation of external events.  

The pictures can be requested manually by dial up from a PC 

using a standard modem or by sending a command to the 

camera to take a picture by SMS or e mail.   

The camera also has a caller id so it can be programmed to 

recognise the caller and automatically send an image by FTP, 

Email, HTTP and Post to a web server or to a custom server. 

Equipped with extensive I/O capability the camera will also allow 

remote reading of external sensors.   

It takes pictures on 

detection of sensor change 

and is programmed to 

respond automatically by 

activation of one or more 

of its outputs to provide an 

immediate time critical 

response whilst also 

informing the 

programmable recipients 

of the nature of the event.   

 

These sensor events can be reported by SMS or Email to a 

central server or by voice messages to a standard telephone.  

The pictures can be sent by e mail as an attachment, direct to 

a web server using FTP or HTTP POST or to a central server. 

The remote camera is typically powered from a mains adaptor 

or a 12V battery however; it also has its own optional back-up 

battery that allows the camera got keep operating for up two 

days in the event of a mains failure.  It also monitors its main 

power supply and alerts the owner when the battery is failing 

thus giving plenty of time to replace it. 

 

 

The remote camera is typically powered from a mains adaptor or a 

12V battery however; it also has its own optional back-up battery that 

allows the camera got keep operating for up two days in the event of 

a mains failure.  It also monitors its main power supply and alerts the 

owner when the battery is failing thus giving plenty of time to replace 

it. One of the unique benefits of the camera is its low power usage.  

Less than 0.6W of power consumption it can be operated from a 12 

Volt lead acid battery and trickle charged by the use of a solar panel 

for year round un-interrupted service.   

The camera also monitors the external power and provides an early 

warning of low power conditions via SMS or Email allowing service 

personnel sufficient time to provide on-site maintenance if required.   

This is ideal for building sites where power is scarce or for rural 

areas that have no mains electricity at all. 

 

 

10W Solar Panel 
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FEATURES 

Weather, Vandal and Tamper resistant.  Wall 

and ceiling mountings. Clear Lexam bubble. 

9VDC ï 35VDC power inputs. Flush 

insulated camera mounting or custom mount 

to suit individual installations. 

SPECIFICATIONS 

Manual 2 axis adjustment.  For easy indoor 

or outdoor installations.  

4 Cable EntriesFully hidden cable 

routing12V window heaterProtection index 

IP65/66 

Camera Mount. 

Bubble Dome ï Vandalism resistant 

Heater 

Protection rating 

Cable entry 

Housing Material 

Colour 

Parts supplied 

Dimensions approx:  (H x W x D)  

Weight Kg 

Vandal resistant 3mm clear polycarbonate 

bubble with inner lining 

Integrated (Optional) 

Protection index IP65/IP66  

¾ and ½ inch tread for conduit glands. 

Die-cast Aluminum 

Standard Pantone Cool Gray 1C 

½ inch gland blind covers 

100mm x 120mm x 120mm 

Approx: 1.2Kg 

Turn & tilt mounting bracket.  

Adjustment range 360° (H) 0° to 90° (V) 

 

FEATURES & SPECIFICATION 

RAPID DEPLOYMENT WIRELESS CAMERA  
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¶ Low Power wireless rapid 
deployment camera using 
GSM mobile network 

 

¶ Removable micro SD 
storage card capable of 
storing over 60,000 colour 

images 

¶ Built-in 869 MHz wireless 
transceiver for wireless 
RF sensors 

 

¶ Quad band 
850/900/1800/1900 GSM 

 

¶ Power consumption when 
idle less than 0.6W 

 

¶ GPRS class 10 
 

¶ RS485 for attaching extra 
cameras or connecting to 
data loggers 

 

¶ On-board temperature 
monitoring 

 

¶ Voice message download 
& audio playback 
(optional) 

 

¶ 12V lead acid battery 
trickle charged by solar 
panels for year-round 
uninterrupted service 

(optional) 
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GSM Surveillance 

camera 

M2M Connectivity 

GPRS - GSM  

Rapid deployment 

Camera 

Instant 

Response 


